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        TECHNICAL DATA SHEET 
 

 

1. IDENTIFICATION OF THE PRODUCT AND THE COMPANY  

 

 

2. DESCRIPTION   

 

Adhesive Grease Spray G10 is a high quality product based on oils, additives and solvent. The 

product has good adhesive and moisture displacing properties. The penetrating power is 

excellent and it reduces wear and friction.  

 

3. APPLICATION  

 

Adhesive Grease Spray G10 is used for lubricating parts subjects to high pressures, impacts 

and vibrations. The product also gives corrosion protection. Resistant to water, salt, alkalis and 

salt. Temperature resistant from -35ºC to 200ºC.  

 

4. DIRECTIONS FOR USE 

 

Shake well before use. Spraying distance: 20-30cm. Spray the product sufficiently on the parts 

to be treated.  

 

5. SPECIFICATIONS  

 

Colour:  Yellow 

Odour:   Solvent 

Temperatures: -35ºC to 200ºC 

Solvents:  Hydrocarbon  

Physical inf.:  See MSDS  

 
The technical information is in accordance with our experience. We assure the quality of the product. However, the 
conditions of use are not under our control and we cannot assume any responsibility of the obtained results. 
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G10 Adhesive grease spray 500 ml 
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