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TECHNICAL DATA SHEET 

 

1. IDENTIFICATION OF THE PRODUCT 

 

NAME OF THE PRODUCT Rice Paper Tape 

CODE 040111 - 040113 

 
 

2. DESCRIPTION AND MEASURES 

 

Precise delimitation protective tape for body shops, characterized by a smooth Washi paper 

backing and water based solvent free acrylic adhesive. It provides balanced adhesion, sharp paint 

edges, good mechanical strength and clean removal after drying cycles at maximum 120°C/248°F 

in car refinishing when high precision is needed. Recommended for small and curve body parts 

with extremely narrow grooves where other traditional masking tapes cannot perform. 

Resistant to extended exposure to UV rays is the perfect tool for indoor and outdoor refinishing 

applications. 

 

3. TECHNICAL DATA 

 

 Metric Imperial Units Test Method 

Total weight 82 g/m2 82 g/m2 ISO 536 

Total thickness 92 μm 3.6 mils AFERA 5006/PSTC 133 

MD tensile strength 30 N/cm 2.7 Lbs/in AFERA 5004/PSTC 131 

MD elongation at break 3.5 % 3.5 % AFERA 5004/PSTC 131 

Adhesion to steel plate 1.4 N/cm 2 oz/in AFERA 5001/PSTC 101 

Service temperature up to (1 hour) 120°C 248°F  

 

Backing material 

Washi paper 

Type of adhesive 

Water base acrylic 

 


