
 

Emission Date:        25/03/2020 

Revision Date:         29/09/2016 

This Technical Data Sheet replace all previous one. 

www.bossauto.com 

040301 - 040305 

Page: 1 of 1 
 

BOSSAUTO INNOVA, S.A.U.  

Pol. Ind. Valldoriolf C/ Thomas Edison 16,  

08430 La Roca del Vallés. Barcelona  

t: +34 938 604 923  

atencioncliente@bossauto.com/ www.bossauto.com 

TECHNICAL DATA SHEET 
Updating Date: 07/11/2023 

Version: 3 
(**)Indicates changes from the previous version 

 

 

SECTION 1. IDENTIFICATION OF THE PRODUCT 

1.1 Product identifier: Protection film 

Other forms of identification: 040301 (35cm x 25Yds) 

 040302 (60cm x 25Yds) 

 040303 (90cm x 25Yds) 

 040304 (120cm x 25Yds) 

 040305 (180cm x 25Yds) 

 

1.2 Details of the supplier of the technical data sheet: (See FDT headline). 

 

1.3 Emergency telephone: 93 860 49 23 (8:00 - 17:30). 
 

 

SECTION 2. DESCRIPTION 
 

Plastic roll with a 19 mm masking tape incorporated which is normally used to protect parts of the vehicle which we 

do not need to paint. 

It includes an outer corona-treatment to ensure proper paint adhesion to the plastic. 
 

 

SECTION 3. TAPE FEATURES 

 

TEST VALUE TOLERANCE METHODE 

Paper semi crepe 57 g/m2 5% PS-QUA-16 

Total weight (adhesive + paper)  93 g/m2 5% PS-QUA-16 

Thickness 0,12 mm 10% AFERA 4006 

Adhesion 2,2 n/cm 10% AFERA 4001 

Tensile strength 3,2 n/cm 10% AFERA 4004 

Elongation at break 10% 2% AFERA 4005 

Maximum resistance 80ºC Max.   
 

 

SECTION 4. FILM PROTECTOR FEATURES 

Nominal density: 0,946 g/cm3 

Melting point:  126 a 130ºC 

Ignition point, approx: 350ºC 

Thickness: 8 microns +/- 10% 

External face treatment: 50 dinas minimum 
 

The technical information is based on our experience. We guarantee the quality of the product; however, as the conditions of use are not under our control, we cannot assume 

any responsibility for the results obtained. 


