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TECHNICAL DATA SHEET 
 

1. IDENTIFICATION OF THE PRODUCT 

 

 

2. PHYSICAL CHARACTERISTICS 

 

• Latex glove, dark blue. 

• Ambidextrous. 

• Smooth surface. 

• Roller bead. 

 
Description Size Standard 

Length (mm) All sizes Min. 295mm 

Width from palm (mm) S 85+/-5 

 M 95+/-5 

 L 105+/-5 

 XL 115+/-5 

Thickness (mm) All sizes 0,20 mm +/- 0,02 

 

 

3. MAIN CHARACTERISTICS 

 
Sizes M/L/XL Before use After use 

Elongation at break (%) 650% min. 500% min. 

Strength (mPa) 18 min. 14 min. 

 

 

4. LEGAL INFORMATION 

 

4.1. Proteins 

 
Proteins rate: <50ug/g according to modified LOWRY method (EN 455-3/ASTM D 5712) 

Powder level: max. 2mg/glove. 

 

 

4.2. Bio-compatibility 

Primary skin irritation test / Results: non-irritating (EN 455-3 and ISO 10993). 

Skin sensitization test / Results: non-irritating (EN 455-3 and ISO 10993). 

 

4.3. Bacteriologic test results 

 
 

 

 

 

Penetration (EN 374-2) air and water leakage tests / Results: passed. 

NAME OF THE PRODUCT Professional glove High Risk 

CODE 100272 (Size-M)  

100273 (Size L) 

100274 (Size XL) 
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4.4. Physical properties and porosity 

Porosity: EN 455-1 (ISO 2859-1) 

Micro holes: inspection level G1/AQL 1.5 

Physical properties: EN 455-2 (EN 2859-1)  

Dimensions: inspection level S2/AQL 4.0 

 

5. PACKAGE 

 

Dispenser boxes of 50 gloves.  

Dispenser measures: 270*130*73  

Box measures: 38*27*28.5 

 
 
The technical information is in accordance with our experience. We assure the quality of the product. However, the conditions of 
use are not under our control and we cannot assume any responsibility of the obtained results. 

 

 


