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SECTION 1. IDENTIFICATION OF THE PRODUCT 

1.1 Product identifier: BPS Adaptor A19 for Walcom GEO/HTE/HVLP 

Other forms of identification: 100395 

 

1.2 Details of the supplier of the technical data sheet: (See FDT headline). 

 

1.3 Emergency telephone: 93 860 49 23 (8:00 - 17:30). 
 

 

SECTION 2. DESCRIPTION 
 

The BPS Adaptor A19 is manufactured in stainless steel and designed to be used with the spray gun Walcom 

GEO/HTE/HVLP, allowing the preparation and application of paint, varnish and primer. 

 

 

SECTION 3. TECHNICAL DATA 

 

Product properties Values 

Grade AIS316L/14404 

Weight 342 gr 

Size 32mm diameter 

 

Heat treatment 
RM 

N/mm2 

RE 

N/mm2 

A 

(%) 

Z 

(%) 

Tests on supply materials 620,82 318,72 48,22 68,00 

 

Radioactive-free material OK 

Ultrasonic test EN 10308 CLASS 3 

Surface flaw control OK 

 

 

 

 

 

 

The technical information is based on our experience. We guarantee the quality of the product; however, as the conditions of use are not under our control, we cannot assume 

any responsibility for the results obtained. 


