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TECHNICAL DATA SHEET

1. IDENTIFICATION OF THE PRODUCT AND THE COMPANY

NAME OF THE URAX Strips 70 x 198 mm 8 holes
PRODUCT

CODE 060560 to 060572 (P40 to P400)
DISTRIBUTOR BOSSAUTO INNOVA, S.A.
ADDRESS ¢/ Thomas Edison 16, Apartado de correos 95
CITY 08430 La Roca del Vallés (Barcelona) SPAIN
PHONE + 3493 860 49 23
FAX +34 93 871 23 36
E-MAIL info@bossauto.com
WEB www.bossauto.com

2. DESCRIPTION

Support URAX velcro strips with 8 holes, aluminum oxide abrasive for power sanding for body
repair. Due to the high quality of aluminum oxide allows high cutting power and long life URAX
strip.

Grain:

060560 - P40 060567 - P220
060561 - P60 060568 - P240
060562 - P80 060569 - P280
060563 - P100 060570 - P320
060564 - P120 060571 - P360
060565 - P150 060572 - P400

060566 - P180

3. SUGGESTED APPLICATIONS

— Dry sanding.

— Sanding of old paint, fillers and stoppers.

— Sanding and finishing of fillers, stoppers and primers.

— Sanding and finishing of composite materials.

— Sanding and finishing of wooden surfaces and wood coatings.
— Sanding and finishing of walls, drywalls and fillers.

— For grip-system backing pads and hand blocks.

4. FEATURES AND BENEFITS

— High Cutting Power: Very high stock removal.
— Anti-clogging lubricant layer.
— Suitable for many applications and materials.
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— High Performance and Good Surface Finish.
— Nylon grip system.

The technical information is in accordance with our experience. We assure the quality of the product. However, the
conditions of use are not under our control and we cannot assume any responsibility of the obtained results.
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